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Initial Assessment Date      : 08.05.2023

Registration Date         : 09.05.2023

Reissue Date/No         : -

Expiry Date      : 08.05.2028

UDEM International Certification

Auditing Training Centre Industry

and Trade Inc. Co.

Phone: +90 0312 443 03 90  Fax: +90 0312 443 03 76

Technical file of the company mentioned below has been inspected and audit has been
completed successfully.

2006/42/EC Machinery Directive Annex VIII has been taken as references for these processes.

The validity of the certificate can be checked  through www.udem.com.tr.  Upon completion of EC declaration of

conformity,it is used solely at the manufacturer's responsibility. This certificate remains the property of UDEM International

Certification Auditing Training Centre Industry and Trade Inc. Co. to whom it must be returned upon request. The above

named firm must keep a copy of this certificate for 15 years from the registration of certificate. This certificate only covers

the product(s) stated above and UDEM  must be noticed in case of any changes on the product(s)

MACHINERY DIRECTIVE
ATTESTATION OF CONFORMITY

Company Name                          : JINAN WATTSAN CNC TECHNOLOGY CO., LTD

Company Address                       : North of Wulitang Village Committee, Dongjia Street, Licheng District,
                                                          Jinan City, China

Related Directives and Annex    : 2006/42/EC Machinery Directive/Annex VIII

Related Standards                        : EN ISO 12100:2010; EN 60204-1:2018; EN ISO 11553-1:2020/A11:2020

Product Name                               : Laser Cleaning Machine

Report No and Date                     : CDT23042817-MD

Certificate Number      : M.2023.206.C85006

Product Brand/Model/Type         : CL 50, CL 100, CL 120, CL 150, CL 200, CL 500, CL 1000, CL 50 JPT,
                                                           CL 100 JPT, CL 120 JPT, CL 150 JPT, CL 200 JPT, CL 300 JPT, CL 500 JPT,
                                                           CL 1000 JPT, CL 1500 JPT, CL 2000 JPT, CL 50 Raycus, CL 100 Raycus,
                                                           CL 120 Raycus, CL 150 Raycus, CL 200 Raycus, CL 300 Raycus,
                                                           CL 500 Raycus, CL 1000 Raycus, CL 1500 Raycus, CL 2000 Raycus,
                                                           CL 50 IPG, CL100 IPG, CL 120 IPG, CL 150 IPG, CL 200 IPG, CL 500 IPG,
                                                           CL 1000 IPG, CL 1500 IPG, CL 2000 IPG, CL 50 Reci, CL 100 Reci,
                                                           CL 120 Reci, CL 150 Reci, CL 200 Reci, CL 300 Reci, CL 500 Reci,
                                                           CL 1000 Reci, CL 50 Max, CL 100 Max, CL 120 Max, CL 150 Max,
                                                           CL 200 Max, CL 300 Max, CL 500 Max, CL 1000 Max, CL 1500 Max,
                                                           CL 2000 Max, LC 50, LC 100, LC 120, LC 150, LC 200, LC 300, LC 500,
                                                           LC 1000, LC 50 Air, LC 100 Air, LC 120 Air, LC 150 Air, LC 200 Air,
                                                           LC 500 Air, LC 1000 Air, LC 1500, LC 2000, Air LC 300 Air.


