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Jinan Wattsan CNC Technology Co. Ltd

Copyright Notice

Jinan Wattsan CNC Technology Co. Ltd (hereinafter referred to as Wattsan
CNC Technology) reserves the right to make changes to the products and
specifications described in this manual without prior notice to the user.
Wattsan CNC Technology shall not be liable for any direct, indirect, special,
incidental, or consequential damages or liabilities arising from misuse of
this manual or its products. trademarks or copyright objects belonging to
their owners.

Address:

No 1588, Hongxin Road, Tiangiao District, Jinan City, Shandong Province,
China

TEL: +86-13153105797

E-mail: info@wattsan.com
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Dear customer!
Thank you for purchasing our equipment. We hope that his work will delight you for a long time.
The machines are manufactured in accordance with global standards. Each equipment undergoes pre-sale preparation.

First of all, we strongly recommend that this manual be read carefully and completely before using the equipment. Failure
to comply with certain points of the Operating Manual may result in injury to personnel and/or damage to equipment!

Follow the instructions in this instruction. This will not only make the work easier, but also make the use of the equipment
safe and long-term. Please follow these instructions carefully.

This document is intended to introduce the basic technical data and requirements for the use of Wattsan laser CNC
machine.

In the event that the equipment is transferred to another customer, this document shall be transferred with it.

The manufacturer reserves the right to make changes and improvements to the design that do not impair the declared
characteristics of the equipment.

Basic information about the equipment and its technical data:

Equipment name:

Month and year of issue:

+86 131 5310 5797 d
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Information about signs and symbols

In this operating manual and on the equipment, the following designations, signs and
symbols are used to transmit especially important information:

This indicates a hazardous situation that could
result in serious injury or death if the specified
instructions are not strictly followed.

Indicates a potential hazard that could result in
minor injury or damage to the product.

1S =

It contains important information about the safe
and correct handling of the product.

!
@
4 \

!

This component is energized by an electric current.
In these places, strictly follow the safety rules when
working with electricity.

Caution: Laser beam hazard.

> >

+86 131 5310 5797 M
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Read the instructions carefully before starting.

Note!

The equipment you directly purchased may differ from the equipment shown in the figures.

Untrained personnel should not be allowed to work with this equipment and
install it.

The equipment complies .
with safety class 4. The

use of this equipment may
lead to the following
consequences: °

ignition of nearby materials

Materials exposed to laser radiation can
become sources of dangerous gases

Laser beams can cause direct harm to humans

Q> P

MUST-DO

The location of the equipment must be equipped with fire extinguishing
equipment. It is forbidden to store flammable and explosive substances near
the device.

©

MUST-DO

The user must ensure that the material to be processed is suitable for laser
processing in order to avoid risks to the life and operation of the equipment.

%,

FORBIDDER

The operator must not leave the equipment unattended while it is in operation.
The equipment must be turned off at the end of operation.

>

The use of highly reflective materials is prohibited to avoid the reflection of the
laser beam on a person.

‘l.
-
-

The equipment must be located in a dry, uncontaminated place. The
temperature inside the room should be 10-40 Co. Humidity should be in the
range of 5-70% (provided there is no condensation).

>

The equipment operates from an alternating power supply of 220 / 380 V with
a frequency of 50 / 60 Hz. It is forbidden to use the equipment without a
voltage stabilizer.

Attention!

The seller is not responsible for the improper use of the equipment and if the user fails to take precautions.
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EQUIPMENT SPECIFICATIONS

Model FLTT

Emitter Manufacturer JPT Raycus Max Photonics
Laser power, W 20/30/60 20/30 50 100 20/30 50
Laser frequency range, kHz 1-4000 30-60 50-100 80-120 | 30-60 | 50-80
Emitter type MOPA Q-Switch

Wavelength 1066+5nm

Working field, mm 75x75/110x110/200x200/300x300

Emitter cooling method Air

Hardware Form Factor Desktop

Lifting device Screw manual

Swivel mechanism Optional

Scanner max height, mm 400

Focus search system Standard - Manual / Optional - Automatic

Marking speed, mm/m 0..7000

Software EzCad 2

Supported formats PLT, DXF, BMP, JPG, PNG, etc.

Supported 0S Windows XP/7/8/10 (32/64)

PC Connection Interface USB

Power supply, V 220

Laser power, W 20 30 50/60 100
Power consumption, W 230 300 400 500
Ambient temperature range (°C) +10..+40

Ambient humidity value (%) <80

Weight without packaging, kg ~59

E;r:lf:;i:;smr:f the machine without 930x400%690

E;T;:;i:;smmof the machine with 930x410x710

Classification of the laser system Class 4

+86 131 5310 5797
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Equipment

Name Quantity
Laser emitter 1pc
F-Theta Lens 1pc
USB Flash Drive with Software 1pc
Power Cable 1pc
USB Cable 1pc
Glasses in a case 1pc
Pedal 1pc
Bolts 1 set
Key Set 1pc
Ruler 1pc
Machine manual 1pc

CHAPTER 1. INTRODUCTION

1.1 MAIN PURPOSE AND SCOPE OF THE EQUIPMENT

Wattsan laser marking machine is the most modern, high-tech and delicate way to perform the marking work of various
surfaces. This equipment is designed for use in industry, manufacturing, scientific research, and other fields that require
high accuracy, speed, and quality of marking.

1.2 BASIC OPERATING REQUIREMENTS

® Connected ground: Ground resistance <4 Q.
® |tis necessary to install a mains voltage stabilizer to stabilize the voltage of the machine.
® Good ventilation is required to prevent the accumulation of dust and combustion products.

® To cool the laser source and laser head, it is necessary to properly configure and control the operation of the
chiller. It is a specialized equipment that cools and circulates water and requires the use of distilled water only.

® To prevent fire, the workplace must be equipped with a suitable fire extinguisher.

® There should be a free area around the machine of about 1 m on each side.

+86 131 5310 5797 d
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1.3 IMPACT ON THE ENVIRONMENT AND PEOPLE

The laser machine belongs to the IV class of laser equipment. Its laser beam and reflected light can cause damage to the
human body (especially the eyes). The operator and operating personnel should pay attention to eye protection and
use special goggles (with radiation protection with a wavelength range of 1064 nm).

CHAPTER 2. SAFETY

2.1. REVIEW

Before operating the machine and performing daily maintenance, the operator should read this chapter carefully, learn
the safety precautions and requirements of the machine, and follow the appropriate precautions.

2.2. ENSURING THE SAFETY OF WORKING WITH EQUIPMENT

® |t is necessary to appoint an industrial safety specialist for the operation of the equipment, determine the
scope of his responsibilities and provide safety training for the machine operator.

® Specify the machine location area, set a warning card for entering and exiting the machine area, specifying:
machine power, type of laser source, type of eye protection used, full name of the industrial safety specialist, etc.

® The machine operator must receive special training.

2.3. LASER SAFETY WARNING

Never point the laser beam at people or animals. High-power laser
radiation can cause serious burns or damage to vision. Always keep an eye
on the direction of the beam and control its movement.

2.3.1 EYE AND SKIN PROTECTION

Fiber-optic laser sources can damage the retina of the eye because the wavelength of the laser beam is visible to the
human eye. Both types of laser can cause cataracts of the eye and skin burns. Therefore, appropriate protective
measures are applied when adjusting the laser. This machine is equipped with a fiber laser, so it is strictly necessary to
wear special safety glasses (with radiation protection with a wavelength range of 1080 nm).

A combination of face shields, masks, filters, and/or goggles will provide better protection while the equipment is
running. All personnel working near the laser marking area must also wear PPE.

Parts can be very hot even after the labeling process is complete. Take

steps to prevent skin damage by wearing protective clothing such as flame

retardant gloves, caps, leather apron, and other flame retardant clothing.
Sleeves and collars should be buttoned.

+86 131 5310 5797 M
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2.3.2 FIRE PROTECTION

The use of oxygen, as well as sparks during operation, can easily cause a fire.

Therefore, there should be no flammable and explosive objects in the working area of the machine.

Fire extinguishers should be nearby and accessible, and
staff should be trained in their use.

2.3.3 SECONDARY RADIATION HAZARDS

During laser marking, both visible and invisible light radiation is generated. The interaction between high-power laser
light and the target materials being welded can create a plasma that produces UV radiation and "blue light" that can
cause conjunctivitis, photochemical damage to the retina and/or a sunburn-like skin reaction. Welders who are exposed
to invisible ultraviolet light without proper protection can sustain permanent eye damage. Even short-term exposure to
invisible ultraviolet light during laser operation can cause blurred vision, burning, watery eyes, eye pain, and irritation (a
feeling of sand in the eye).

To avoid the effects of radiation, it is necessary to wear
special protective glasses.

2.3.4 SMOKE POISONING HAZARDS

The smoke emitted from the material during laser treatment can consist of very small particles and gases, the smoke
and gas are formed from a mixture of fumes of the material being treated, paints, coatings, taking into account
chemical reactions and air pollutants. Smoke can negatively affect the lungs, heart, kidneys and central nervous system.

When the laser interacts with materials such as plastics, metals, and composites, the material can start to evaporate.
Often the fumes and mist are not visible, but they are highly toxic and pose a serious health risk.

Laser marking material in a poorly ventilated confined space is extremely dangerous. Dangerous concentrations of toxic
fumes and gases can build up very quickly, causing loss of consciousness or death by suffocation.

Keep your head away from smoke while working. Always work in an area with adequate ventilation to ensure safe
breathing air.

Hazardous vapors must be captured and pumped out. Use a fume extraction system to remove vapors, particles, and
hazardous debris from the machine operating area.

Read and follow the safety guidelines and warning labels for all materials used.
In confined spaces and other circumstances, a respirator may also be required.

Regular air monitoring should be carried out to determine the levels of hazardous vapors in the area of operation.

2.4. ELECTRICAL SAFETY

® Make sure the installation is properly grounded.

® Make sure the correct AC supply voltage is used before applying power to the unit. Using the wrong voltage
may damage the installation.

® Never use the device in a humid or wet environment. Do not touch electrical contacts and switches with wet
hands to avoid electric shock.

+86 131 5310 5797 M
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® Do not open the machine body or change the machine parameters without consulting the manual. If you
need to change something, then these changes must be approved with the equipment supplier. Before modifying,
record the original values so that the machine can be restored to its original parameters if necessary.

® At the beginning of the work shift, it is necessary to remove the protective cover from the lens and check the
condition of the optics. At the end of the shift, the cover must be put back on.

® Always turn off the device when not in use. Never leave the laser cleaner running unattended.

After turning off the power to the machine, you must wait at least 5 minutes,
and only then you can touch the electrical circuit of the machine. For a period of
time after the power is turned off, there may be a high voltage in the machine's

electrical system, which can cause harm to people and equipment.

2.5. OBLIGATIONS OF THE OPERATOR

® The operator must undergo special training in order to start working on the machine.

® Follow the instructions for regular maintenance of the appliance to keep it operational and prevent accidents.

Each employee who is near the laser during its operation must wear appropriate laser
safety goggles and protective clothing.

+86 131 5310 5797 M
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2.6. REQUIREMENTS FOR THE PREMISES

2.6.1 AMBIENT TEMPERATURE

When operating the machine, the ambient temperature should be between +10 °C and +40 °C. When the equipment is
switched off, the ambient temperature should not be lower than + 4 °C. If the ambient temperature is above 40 °C, a
device that lowers the temperature (e.g. air conditioner) must be installed in the room.

2.6.2 HUMIDITY

For the correct operation of the equipment, it is recommended to use it at a relative humidity of <70%. A wet room is
not suitable for the operation of the machine, as it corrodes it, which leads to the failure of the electrical and

mechanical systems of the machine

It is forbidden to use the equipment at a relative humidity of
more than 70%.

Do not use the equipment at temperatures below the dew
point.

2006 | 25% | 30% | 35% | 40% | 45% | 50% | 55% | 60% | 65% | 70% | 75% | B0% | 85% | 90% | 95%
16T 0 2 4 5 7 8 9 10 | 11 12 13 14 15
18°C 1 3 4 6 B 9 11 | 12 | 13 14 15 16 17 18
21°C 1 3 5 7 9 11 | 12 | 13 | 14 | 16 17 18 18 19 21
27C 2 5 8 10 | 12 | 13 | 16 | 17 | 18 | 19 | 21 | 22 23 24 | 25 | 26
29°C 4 7 10 | 12 14 | 16 | 18 | 19 | 21 | 22 | 23 | 24 26 | 27 | 28 | 28
32C 7 10 | 12 | 15 | 17 (19 | 21 | 22 | 23 | 25 | 26 | 27 28 | 29 | 31 31
35T 9 12 | 15 | 17 | 19 | 21 | 23 | 24 | 26 | 27 | 29 | 30 | 31 32 33 34
38C | 11 | 14 | 17 | 20 | 22 | 24 | 26 | 27 | 29 | 30 | 31 | 33 34 | 35 | 36 | 37

2.6.3 EQUIPMENT COOLING

The equipment is cooled by air circulation inside the case. Therefore, it is important that the air filters are free of dust

and dirt.
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CHAPTER 3. APPEARANCE AND STRUCTURE

Machine design

Collimator Unit

Marker column (with height adjustment screw)

Sino-Galvo scanner

Controller

Collimator block mounting plate

O (| W N

Desktop

+86 131 5310 5797
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7 Controller

8 Carrying handle

9 Power switch (key)

10 Electronics Power Button
11

Laser source power button

+86 131 5310 5797
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12 USB port for connecting a PC
13 Rotary connector

14 Pedal connector

15 Grounding Connection

16 Power Connector

+86 131 5310 5797
info@wattsan.com

16

\A/dttSd n



mailto:info@wattsan.com

17 Main controller

18 Sino-Galvo scanner Power Supply
19 Rotary Driver

20 Laser Source Power Supply

21 Surge protector

+86 131 5310 5797 M
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22

Converter Board

23

Power supply of the main controller and convertor board

+86 131 5310 5797
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CHAPTER 4. UNLOADING AND UNPACKING
EQUIPMENT

4.1 UNLOADING

The equipment is always packed in a plywood box, ensuring its safety during cargo transportation.

Fl TT RS0

Before unloading the equipment, carefully inspect the cargo and packaging for damage, check the number of pieces
declared in the bill of lading. In the presence of damage and/or the absence of cargo packages, we recommend that you
draw up a commercial act, since without this document, the insurance company has the right to refuse to pay
compensation.

When transferring ownership of equipment in a port or railway station, it is recommended to use the services of a
transport company. Qualified employees will accept the equipment, organize loading and unloading operations and
select the best method of delivery to the destination.

When ordering vehicles and planning unloading operations, pay attention to the weight and dimensions of the
equipment.

We strongly recommend that only specially trained personnel unload the machine.

1) Unloading equipment by forklift or stacker

When unloading equipment using this type of equipment, pay attention to the lifting capacity and length of the forks.
Make sure the forks are the right length by referring to the dimensions of the equipment. If you unload from the
side, focus on the width of the base of the box/bed. If unloading is carried out through the rear gate - by the length
of the box/bed.

+86 131 5310 5797 M
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2) Rigging works

If the weight of the equipment does not exceed 400 kg, it is possible to unload manually using rigging straps. This
method is recommended to be performed only with the involvement of qualified riggers, following safety rules.
Without special knowledge and training, we do not recommend unloading the machine, as the risk of injury is high.

ATTENTION!
1. Do not stand under a lifted and moving load. Be sure to use a hard hat.

2. Avoid sudden movements and jolts when raising and lowering equipment.
3. Do not tilt the equipment until the original packaging is removed.
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4.2 DECOMPRESSION

The Wattsan laser marker is packed in a wooden box that houses the laser machine and its optional accessories. The
following instructions will give you a general idea of how to unpack a laser marker. Please follow these instructions
carefully.

Tips: Keep the packing box. You will need it in case of return. Dispose of all waste in accordance with current waste

disposal legislation.

Check the machine box and all accessories outside the box (if any) for external damage when accepting the equipment
from the carrier. If possible, unpack the boxes when accepting the equipment together with a representative of the cargo
carrier.

If any damage to the equipment is found, it is necessary to draw up a commercial damage report with the carrier and
send photos with a description of the damage to our mail help@wattsan.com.

Unboxing process:

1. Place the box with the equipment in a flat and spacious room for unpacking.

FL TT RS0

2. Bend the metal rivets at the bottom of the box.
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3. Lift the top of the box.

4. Remove the packaging film.

5. Pull out all accessories from the machine.
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6. If you need to assemble, use the following instructions:

Take the 4 hex screws to fix the lifting column on the laser marker table.

Install the collimator assembly on the lifting column using the screws provided. Tighten the four screws with an Allen
wrench.
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CHAPTER 5. INSTALLATION

5.1 PREPARATION OF THE ROOM FOR THE INSTALLATION OF LASER ENGRAVING EQUIPMENT

The premises must meet the workplace and safety requirements described above.
Choose a location within 4.50 m of the computer (maximum cable length to avoid interference).

Avoid areas where equipment may be subject to mechanical shock or vibration.

5.2. INSTALLATION STEPS

5.2.1 MACHINE INSTALLATION

1. Place the marker on a flat surface.
If the marker will be placed on a table, make sure the table is not wobbly, is stable, and the marker is not pushing

through the tabletop. If the marker is placed on a metal table, be sure to ground the table at the same ground

point as the marker.

£
|
1
|
|
o
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2. Connection of the ground cable.

On the control unit of the laser machine, there is a special connection point for the ground wire.

Unscrew the plastic washer, secure the cable to the metal screw, and screw the plastic washer back to secure the
ground cable. Check that the wires are tight enough that it will not fall off or dangle.

You need to connect the other end of the wire to the common ground point in your room.

Importantly:

o Never use zeroing instead of grounding, as this can damage your equipment!
e Make sure that the equipment and all devices connected to it (peripheral equipment such as a PC, voltage
regulator, etc.) are grounded and grounded to a single ground point!
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5.2.2 CONNECTING THE MARKER PEDAL

The marker pedal is designed to start the marking process quickly and conveniently. Each press of the marker

pedal is similar to pressing the "Mark" (F1) button in the Ezcad program.

The length of the pedal cable is enough for a convenient position of the pedal, both on the table on which the
marker is located to press the pedal with your hand, and under the table to press the pedal with your foot.
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5.2.3 CONNECTING THE ROTARY AXIS.

1) Set the rotary axis on the laser marker worktable, under the lens.

ANY
l-" \& v

2

3) Before placing the workpiece in the fastening of the rotary axis, measure the diameter of the workpiece
at the marking point with a caliper or similar tool.
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5.2.4 INSTALLATION OF THE VOLTAGE STABILIZER AND CONNECTION OF THE MACHINE.

To ensure the proper operation of your equipment, it and all peripherals must be connected through a voltage

stabilizer.
1) Find the right voltage regulator for your equipment (including PCs and other peripherals).
2) Unpack, install and connect the voltage regulator to your power supply according to the instructions that
came with it.
3) Remember to connect your gimbal to the ground.
4) Turn on the voltage regulator and check that it is working and converting the voltage correctly.
5) Connect the power cable to the marker. Screw the terminal as far as it will go clockwise.
6) Connect the plug of this cable to the voltage regulator.
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CHAPTER 6. MACHINE SETTINGS AND
ADJUSTMENTS

6.1. LENS INSTALLATION/REPLACEMENT

| ens adanter

Lens

Before installing the lens, it is necessary to make sure that the optical system is not dirty.

1. Remove the lens from the packaging.
2. Insert the lens into the lens adapter by screwing clockwise.

6.2. FOCAL LENGTH

This is the distance from the lens to the focus point at which the object to be marked should be located.
It is essential to maintain the correct focal length for each laser marking process. Only at focus does the laser beam
achieve the power density required for constant and clear marking.

Therefore, the correct focal length between the marking head and the workpiece must be set before any marking.
Incorrect focal length is the most common cause of poor or even indistinguishable markings.

The focal length (A) is measured between the lower edge of the scanner (B) and the upper surface of the workpiece (C).
The correct focal length depends on the F-theta lens you are using.
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A
v

C
Lens Processing Field (mm) Focal Length (A)
F100 75x75 153.5
F160 110x110 215
F290 200x200 336
F420 300x300 474

On markers with a scanner without automatic focal length search, use the manual Z-axis knob. If a scanner with automatic
focal length search is installed on the marker, press the Auto button on the scanner to move the scanner to the correct
position.

6.3. EZCAD SOFTWARE.

The software included in the equipment has the following functions:

- Creation and adjustment of layouts for processing.

- Support for TrueType, JSF, SHX, DMF, one-dimensional barcodes, and 2D barcodes.
- Support for common vector formats (ai, dxf, dst, plt, etc.).

- Support for common image formats (BMP, JPG, GIF, TGA, PNG, TIF, etc.).

- Flexible variable text processing, which allows you to modify text in real-time during processing, as well as read data
from Excel spreadsheets.

- Support for up to 256 layers and the ability to set different processing parameters for different objects.
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6.3.1. MINIMUM PC REQUIREMENTS

e Windows XP, 7, 10 (32-bit or 64-bit versions)

e Intel Celeron / Core i3/5/7 or AMD Ryzen 3/5/7/9/
e 2 GBRAM

e 2 GB of hard drive space

e Mouse, tablet, or multi-touch monitor

e Monitor resolution 1280 x 720 at 100% (96 dpi)

e Microsoft Internet Explorer 11 or higher

e USB2.0/3.0

e The PC must also be grounded

If you did not find a USB drive in the set of your equipment, write to us at help@wattsan.com.

6.3.2. INSTALLING EZCAD

1. Insert the USB drive that came with the hardware into the USB port of your PC.
2. Copy the Ezcad folder from the USB drive to your PC's hard drive.

3. Insert the USB cable that came with the hardware with one end into the marker's USB port
and the other end into your PC's USB port.

4. Go to the Windows Device Manager and look for USBLMCV2 in "Other devices":

A Computer Management - m} X
File Action View Help

&= |25  HE

A Computer Management (Local | v .‘l DESKTOP-NLQH4IM Actions
v {[‘f System Tools q Audio.inputs and outputs Deiice Manace: 2
(® Task Scheduler 3B Batteries
{2] Event Viewer 1 € Bluetooth More Actions 4
2| Shared Folders ' [ Computer
(&) Performance s Disk drives
& Device Manager 5§ Display adapters
v 3 Storage 3 Firmware
= Disk Management ##) Human Interface Devices
Fly Services and Applications o9 Imaging devices
= Keyboards
[ﬂ Mice and other pointing devices
[ Monitors

i Network adapters
K7 Other devices
§R USBLMCV? < fmmm—
Portable'tevices 2
& Ports (COM & LPT)
™ Print queues
D Processors
8 SD host adapters
B Software devices
iy Sound, video and game controllers
S Storage controllers
¥m System devices
i Universal Serial Bus controllers

<

5. Right-click on it and select "Update driver software":
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3-‘ Computer Management - B
File Action View Help

s 2B HE B LX®

3:‘ Computer Management (Local| | v .{ DESKTOP-NLQH4IM Actions
v m System Tools > id Audio inputs and outputs
> @ Task Scheduler > Q Batteries i
> [@] Event Viewer > € Bluetooth More Actions
> @l Shared Folders > B Computer
> (8 Performance 5w Disk drives
;,5; Device Manager > [ Display adapters
v &3 Storage > B Firmware

% Disk Management
fé,, Services and Applications

> Human Interface Devices

> o3 Imaging devices

> Keyboards

> 0 Mice and other pointing devices
>

Monitors
l? Network adapters

v K7 Other devices

BQ UsaLmcw —

s B Portable | Ly Update Driver Software..

> ﬁ Ports (C( Disable

> = Print qu¢ Uninstall

> n Processc

> | SD host; Scan for hardware changes
B Software
i Sound,v

4 Properties
>

> S Storage controllers
>

>

= System devices
§ Universal Serial Bus controllers

6. Select "Browse my computer for driver software":

B Update Driver Software - USBLMCV2

How do you want to search for driver software?

—> Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

— Browse my copqputer for driver software
Locate and install driver software manually.

Cancel

7. Specify the path to the folder with Ezcad:
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& B Update Driver Software - USBLMCV2

Browse for driver software on your computer

Search for driver software in this location:

D:\soft\winx win7 32 drive

[ Include subfolders

s

—> Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device,

I Next H Cancel

6.3.3 STARTING EZCAD

Open the Ezcad folder:

This PC > Secure Digital storage device (D:) » soft

~

sy Name

| Ezcad2.12.1 <emmm—

. win7 win8 win10 X64drive
- winxp win7 32 drive
&8 Ezcad2.12.1
8 win7 win8 win10 X64drive
&8 winxp win7 32 drive

Run EzCad2.exe.
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6.4. CONFIGURING EZCAD

1. Press the F3 button on your keyboard in EzCad, the options window will open:

POB|XxL0 QOQLT%% HEE w|aaaaaqes

e c o
s g ] alalal v a3 e
S L L o 1 Il l\ ol 1 Il 1 L 1 1 1 T 1 1 1
N " Demo version-anly for evaluation
&
[BlE # 6 0u -
o « >
ok EEEEE O
% Use defa param
C Cunerd pen o
—_— Lk £ yw—:|
Fosbon __ Sieimm) x Comarsis) 3
s E Fr iz |2
— 4 [E 4
: = ® =] T =
z j i
Lessi On 10 [0 =]
_e | |3 Lasos O TChed [150 =
8 |
™ Pobgon [0 100 =
= (e | ]

{Defait

<
B I Kontruoss Pan [0 00 T Sthow cotour
LightF1)

 [sMaik Setect Totalee [0 FescrlF?) | (000 Continss noce

2. Find photos of EzCad settings for your equipment on the USB drive that came with your equipment
and configure EzCad according to these photos.

Mame h Date Type Size Tat
driver 4/28/2025 1:50 PM File folder
Ezcad2.14.10(20180103) 4/28/2025 1:50 PM File folder
j=f font 442872025 1:50 PM File folder
als 4/28/2025 1:50 PM File folder
Settings for 200200 lens1.jpg 4/28/2025 2217 PM JPG File TO KB
Settings for 200x200 lens2.jpg 4/28/2025 217 PM JPG File 80 KB
Settings for 200x200 lens3.jpg 4/28/2025 2217 PM JPG File 69 KB
Settings for 200x200 lensd.jpg 4/28/2025 217 PM JPG File 63 KB
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6.5. FIRST START OF THE MACHINE AND SETTING THE FOCAL LENGTH

1. Insert the USB cable into the USB connector at the back of the machine.
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Insert the key into the lock, which is located at the top of the marker control box, and turn it clockwise.

Press the green and red power buttons alternately.
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6.6 ADJUSTING THE FOCAL LENGTH

1. Create a square shape in EzCad.

B 214100 No tite
File Edit Oraw Modfy View Specisl Lawer Help

PUE LLDH QO E%% HYEE w|aaeqeaaan

Chjects: =
Hame Type X -
A Rectangle = A vt e G FrH TR A PR H RO T TR
NE
Y=
- —
@
.
LelE
T -3
S E
2l
LA
or
8 . - -
W |
Aerisnge T "
Faston  Seefom]
o | =] N x -
AW E
200 E] e
Ay | INPORT Ll E
Fowsd
= = E
I alCores Round =
LA

2. Setthe parameters of the power and speed of the marking and the frequency of the laser radiation according to the
data from the instructions on the USB drive.

- a =
Mark parameter £
FeHao Coki | Dnf &
EEEETENE O
4 10<=0 [ O
+ 20ciccd I On
+ 3020 | On
+ 40x=0 [ On
4 S 0edal n
4 S0cad T On o
Fooro g —
L: ¥
[ Lz dafad peian
Cunes pen |
ik Lnop 1 =
Speedmmds) m
Powe G
FrecuencyHzl A0 3?

Lager On T us) [1EIJ E
Laper OF TCMusl 1000 =4
Erd TChusl o =

Pebigon TCluz| |0 =

] Advares.
Fatam n:nd Delaul

Srbect param from Foray
Gipply i defaul
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3. Position the marking material under the lens of your marker.

5

4.

+86 131 5310 5797 ’
info@wattsan.com 38 qttsq n



mailto:info@wattsan.com

5. Press the Light(F1) button to see where your square will be marked on the workpiece.

¥ HXE/® aqaaqae

D RER

6. Run the labeling. In continuous mode

||] R DoEOC:00 [ Ehow cenioar

Mk Salect Toedrw |1 FaiamF3 | D200:00 [7 Covtiwie mode
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7. Adjust the position of the scanner up and down by rotating the knob on the marker bed. When the sparks from the
material in contact with the laser beam are the greatest, it will mean that you have found the focal length.

8. Precise focal length adjustment

Fix the scanner at the found focal length. Turn off the marking mode.
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6.7 ADJUSTING THE PREVIEW FRAME OF THE MARKING AREA

The first time you run the marker, the preview frame may be in the wrong position and not match the location of the
marker, as well as show the incorrect size of the future marking field.

1. Adjust the size of the preview frame

Create a 100x100 mm square in Ezcad and start marking. Do not move the workpiece and press "Light" (F1).

As you can see in the picture above, the square of the preview frame is smaller than the labeled object. To make
adjustments, go to "Param" (F3) -> Other -> Red light pointer:

Field | LaserControl | Pt Other | Hardirfo |

Start Mark Delay Iﬂ ms
Fly Mark

Finish Mark Delay Iﬂ ms
Min Power Delay Iﬂ— ms
Max Power Delay Iﬂ ms Red light peinter
Max Freq Delay |ﬂ ms
Laser slesp time IG:D-D 5 Total mark time ID— Seco
Max speed |1u-u-u-u mm/&

Total part num Iﬂ.
Min speed |1— mm/s

Curve scatter tolerance 0.010000 mm I™" Enable analog curert fpk

[ Show start mark dialog I-H}D HE
[” Enable execute mark start and stop command file

[” Disable mark when reach total court

[T Auto reset mark count

[” Enable power off with saving file automatic

[ Disable optimize when continue marking mode

[” Enable marking pause mode

¥ Enable marking start signal lock

[” Enable use hard input signal

OK I Cancel Apply

Adjust the "Size scaleX" and "Size scaleY" values. After that, restart the preview frame for verification.
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2. Adjusting the position of the preview frame

If the preview frame is located in a different place relative to the marked object, go to "Param" (F3) -> Other -> Red light
pointer:

Field | Laser Control |.Bost | Other | Hapmiinga |
Red light peinter x
Start Mark Delay
Fhy Mark

Finish Mark Delay

Min Power Delay v Enable Show contaur

Max Power Delay [ Enable continue mark mode light pointer

Max Freq Delay [ Enable always show

Laser sleep time T Seco

Max speed light 5 peed 3000 mm/s

e OffsetPosx 0000 mm i

Curve scatter tolerang Dffzet Pos 0000 mm m

[ Show start mark d Size Sealek 1.006

[~ Enable execute m n

Size ScaleY

[ Disable mark whef 128 0al 1.008

[ Auto reset mark o

[ Enable power off

[ Disable optimize W

[~ Enable marking p ak Cancel

[ Enable marking st

™ Fnahle 1ee hard i

Adjust the values of "Offset Pos X" and "Offset Pos Y".

+0, 1X The frame will shift to the right by 0.1 mm
- 0,1X The frame will shift to the left by 0.1 mm
+0, 1Y The frame will move up by 0.1 mm
- 0,1Y The frame will shift down by 0.1 mm

After that, restart the preview frame for verification.

6.8 ADJUSTING THE ACTUAL SIZE AND SHAPE OF THE DRAWING

Precise adjustment and calibration of the machine is essential to achieve high marking guality.

6.8.1. ADIJUSTING THE SHAPE OF THE PICTURE

Option 1: Manual Adjustment

The first time you run the marker, the size of the tagged object may not match the size of the object created in EzCad.
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In EzCad, in the "Param" tab (F3), there is a setting for 3 types of shape deviations for each axis.
Galvol-> Y-axis; Galvo2-> X-axis

1.

2.

Field | Laser Cortrol | Port | Other | Hardinfo |

Scale [100.0000 |
() oo
£/ [rooo0
£\ [roo0

Scale [100.0000 >3]
(D Fooo —
L/ [roooo
'\ [ioo00

— Aspect — After Mark Goto
Field Size IEI]DD mm &+ No Move
i~ Galwol=X
Offset X IDD[H] T & Galvod=X " Galvo Center
COffset ID.D[H] mim © Left Up
Angle ID.DDD Degree -
[~ Use comect file R
I ﬂ ™ Right Bottom
r-
—Galva 1 —Galva 2 - LT
™ Negate I Negate Special pos.

¥ |1].DDD
¥ |1].DDD

Password

Passwaord

o |

Cancel Apply

Create a 100x100 mm square in the program and start marking on a pre-prepared surface.

Rectangle x

Pazition Size[mm
% |50 100 J
' |60 100 E
z|o

Array | INPDHTl Apply I

Round

i

SHL RO HEN

« (9

| u |
| x |
I,

| u |

Use a square or other measuring tool to check for deviations in the shape of the object.
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3. If the shape of the object deviates from the one specified in the program, adjust the required parameter.

For example: If a defect occurs in the X-axis when marking a square, you must increase the value in the

adjustment field of this parameter for the X-axis. Galvo 2
™ Negate

Scale [87.4820 |
Sl
o [T
[ s

Or, on the contrary, if a reverse defect occurs along the X axis, it is
necessary to reduce the value in the correction field of this parameter for
the X axis.

Option 2: Set up using a calibration file.

1. Prepare the surface on which the calibration figure will be marked. The surface should be no smaller than the
working area of the lens.

2. Open the folder with the EzCad program. Run the "Corfile2" calibration software.

3. Inthe program window that appears, go to the F1 settings item. Set Laser Param.

5A CorFile b
F1. Set Laser Param. || 10 ‘
F3.Mark 9 points rectangle F&.Calibrate standard rectangle

Multi points param.
F&. Save Correct file

Point count Sx5 -
F7. Open Correct file Field size 100.20

Marker size 1.00

Mark all points
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4. Settings:

e Lasertab - set IPG or Fiber (depending on the software version)

e PWM tab —set the frequency value corresponding to the characteristics of the equipment
e Analog Out tab — select a value that is sufficient so that the shape is clearly visible on the surface after marking
e Test Box Size tab — you can reduce the value if the shape does not fit into the working field after marking.

Laser Parameter

X
“coz Cvyag & PG | O SPIG3 Mark speed | 200 Bit/ms
Cancel |

—PWM Jump speed I 200 Bit/ms

PWM Frequency 30,000 kHz Jump Dealy I 1000 us

i 100

PWM Pulse Width | us Laser OnTC | 100 .

¥ Enable Tickle Laser Off TC | 100 us

Tickle Width [1 us End Tc 100 us

Tickle Period 5.000 KHz Foly TC lm— s
— QSwitch

P1 I 4063 (1000-30000)

I Use digital GEwitch

I Gswitch ©pen When FPE end

FirstPulsekiller I 40 us

[T pulse width reverse Testbox size | |26214

Analog out ¥

1000 32000
Power Analog output I 90.000 L
Freguency Analog output I 90.000 %

5. Close the options window with the OK button. From the main menu, select F3. Mark 9 Points rectangle. The
labeling process will start. Check if the shape fits on the work surface, if not, then reduce the size of the shape

using Test Box Size.

%8 Corfile

F1. Set Laser Param.

X

10

F3.Mark 9 points rectangle I F8.Calibrate standard rectangle
Multi points param.
F6. Save Correct file
Point count X5 b
i 100,00
F7. Open Correct file S
Marker size 4.00
Mark all points
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6. Check the position of the marked figure on the work surface with the shape on the screen, if there is a
discrepancy, change the shape on the screen using the "Change image" button. Change the shape on the screen
until it matches the result on the work surface.

Distance X
1
1 2 3
1
a
2
} X Y
1 |50 50
4 5 6 2 |o 50
I 3 |50 50
4 |50 0
5 |0 0
6 |50 0
7 |50 50
2 g [o 50
/ s O P el

7. Once you've found the right image, match the 9 points marked in the image with the locations on the labeled
shape. Next, you need to measure the distances of these points from the center of the figure (point 5) vertically
(Y-axis) and horizontal (X-axis) and write down the actual values in the table{1}.

Distance X

Change image

t

Y

99.3

[

w
[V

8.

After filling in the table, click OK. From the main menu, select F6. Save correct file. Next, set the name and path

of saving the file.
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9. Close Corfile2 and start EzCad. Go to the "F3 Param" options. On the options screen, check the box next to "Use
correct file" and specify the path to the saved file by pressing '>>.

Field | Laser Control | Port | Other | Hardinfo |

Aspect After Mark Goto
Field Size |90.00 mm ¢ No Move

{* Galvol=X
Offset ¥ |0.000 MM~ GalvaZ=X {” Galvo Center

Offset ¥ 0.000 mm  Left Up
Angle 0.000 Degree

o
I+ Use comect file Right Up
| 5| || ¢ Right Bottom
" Left Bottom
Bl Cane £
~ )
[ Megate [ Megate L [
Scale |100.0000 J Scale [100.0000 J ¥ |0.000
y (0.000
CD 1.0000 CD 1.0000
Password

[}j 1.0000 /_—;j 1.0000 Password ‘
[D 1.0000 /_—D 1.0000

QK | Cancel

10. The settings from the calibration file will then be applied. Manual adjustment will not be available.

6.8.2 ADJUSTING THE SIZE OF THE DRAWING

1. Create a square in the program (for example, 80x80 mm) and run the marking on a pre-prepared
surface.

2.  Run the marking and measure the actual size of the resulting square along the X and Y axes:
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3. Ifthe actual size is different, go to "Param" (F3) -> Field. Next to the "Scale" value, click ">>":

Configuration Parameters markcfg0

Field |Laser Controll Port | Other I HardInfo

Aspect | - After Mark Goto
Field Size [110‘00 AL " No Move
" Galvo1=X
OffsetX  |0.000 AU Galvo2=X ¢ Galvo Center
Offset Y I0.000 mm LU
eft Up

-------------- Angle W Degree

P
[~ Use correct file (" Right Bottom

| J Left Bottom

v
Galvo 1 / Galvo 2 FRtce pos
|0.000
[T Negate [T Negate X

y [0.000
Scale |26.8960 ﬂ Scale [92.2070 i‘

Password

D pow— | D oo
B

Password
Calculate scale “

— Goal mark size
50 Cancel

Real mark size
0o: 81.5

]
e

Right Up

“

~

Goal mark size Size of the pattern along the axis in EzCad
Real mark size Actual size of the rice

Galvo 1 Y-axis

Galvo 2 X-axis

4. Enter the desired values and click "Ok". Start the marking again and measure the size of the resulting

square again.

6.9 SETTING UP PEDAL OPERATION
1. Connect the pedal:

e Insert the pedal into the appropriate slot on the laser marker.

+86 131 5310 5797 M
info@wattsan.com 48 q ttsa n



mailto:info@wattsan.com

2. Open the EzCad app:

Start EzCad and go to View -> 10 State.

EIGAD

2 214,11 - Mo title

POBE X

Object list

Mame I Type

Input

Qutput

(((((((

Eile Edit Draw ModiFy View | Special Laser Help

Yo HXB|w aaae

Zoom bar -
O E |
Draw bar a i -I‘— ‘Lﬁ_ w*
Status Bar ] 180 14D 30 -120
||||||||||||||||||||||||||||||||||||||||||||
Object list
Object property

nly for evaluation

Mark parameter
Ruler

Grid

Guild Line

<

Snap Grid F7
Snap Guild Line F&
Snap Entity F9

. |0 State
|0 Bl

x

1m 11 12 13 14 156

@@@@@@@@@@@@@@@@
0000000000000000

[T

3. Identify the active port:

In the 10 State window , you will see a list of active ports that the device uses.

Press the pedal to determine which port is activated.

4. Configure the port to start marking:

Go to Param (press F3) -> Port.

In the menu that appears, find Start Marking 10. This parameter is responsible for starting the marking

process.
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Select the port number that was displayed earlier in the 10 State window.

Configuration Parameters markcfgl

Field | Laser CnrrtmllOther | Hardinfo

— Stop mark input port
Stop prompt message

ol

— Laser power 10

Port [N +] JHE_I—

— Red Light Poirter 1O

Inport INULL TI HicH

I L
Ot [NULL ~| &
L

— Marking 10
Outort INULL vI —lHIGHL
— Marking Finish 10

oL <] 1L

1 W

2 ¥

iV

4 ¥

5 W

67

TV

Cutport Im LJEI-II_
— Door 10

Inport Im JHEI[I_
— Laser Ready 10

Inport INULL 1rI JHEL_

I—_, 1L
Outpaort MULL HIGH

Pulse width I'H] ms

- Start Mark (O

Inport INLILL "I e |

¥ Pulse Mode

QK Cancel

Apply

[ClContinuouz  Part

[0 A

Click OK to save the settings.
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50

00 00:00 [ Show contour
[5]Mark Select Total |EI Paramn{F3)§ 00:00:00 ™ Continue mode

5. Save the settings:
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CHAPTER 7. DESCRIPTION OF THE
SOFTWARE, THE MAIN PARAMETERS OF THE
PROGRAM

7.1. INTRODUCTION TO EZCAD.

7.1.1 BASIC VIEW OF THE EZCAD INTERFACE

2 EzCad-lite - No title - ] K

File Edit Draw Modify View Laser Help
EEIREE eo "b'b % % [H]%ea s Q& & e a e e|View Tool Bar
Object list i Marking parameter x
| Name IType | R 3 % &
E Demo version-only for evaluation Command TOOl Bar __ 3:
N = B
- efaunlt n
. . § Default ] On
Object List || ' Defaclt [ On v
< >
@)y EEENE
@ |4-Drawing|Tools Lase’r-l\darking v —
<F Parangeters . |[Lwcms =
ﬂ Speed(M/Second 00—
Onpectpeoperty « \ R
| Position Sizelmt] » Frequeney(Riz) 0 —
X
4 Y [ @ % Stert TC(US) [0
oz — ﬁ - = Laser 0££ TC(US [100
4 End TC(US) Foo— =
—I (;) Polygen TC(US) IlOD 5
q F . i =
Laser Marking Control P | —=
L 7] Advance
L Status Bar
1 I~ [cIContinuow Part | _J Power On|D0:00:00 [~ Show conto
[~ [gMMark Sele Total [0 wran (F3)| DD:00: 00 [~ Continne mode Apply to default
e ' [2554668061 Gridoff Guiidline: Object0l] -

View tool bar — view toolbar;

Command tool bar — command panel;

Object list — a list of objects to be marked;

Drawing tools — drawing panel;

Laser marking parameters — marking parameters;

Laser marking control — start marking;

Status bar- Status bar.
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7.1.2. MARKING PARAMETER

¢ Loop Count — here you can specify the number of cycles of processing the object, you can specify a value greater than
1, then the marking will be repeated the specified number of times.

* Speed—Specifies the speed of the beam in millimeters per second.
* Power—Defines the % of the rated power of the laser source to be used.

* Frequency — Determines the laser frequency in kilohertz (kHz).

7.1.3. STARTING LABELING

¢ Red/Light (F1) — Triggers the display of a red frame that shows the intended location of the marking on the material so
that the user can conveniently orient the workpiece.

e Mark (F2) — start marking.

¢ Continuous — if the checkbox is checked, the unit will be marked again until the user clicks Stop.
¢ Mark select — only selected objects will be marked.

e Part - the total number of labeling cycles that have already been completed.

e Total - the total number of remaining marking cycles. The value will automatically decrease by 1 after each marking
cycle.

7.1.4. HOW TO UPLOAD A LAYOUT TO EZCAD

You can create a layout for marking directly in EzCad. Or in a third-party program, such as CorelDraw or Autocad to create
a vector image, or Photoshop to create a raster image.

To upload a vector image, select File -> Import vector file at the top left:

B 21470 - M tite

File Lot Dres MNodly View Specal Les  Melp

[ Chri=M I,_, -;:- .lh. ,'. |'._|r ‘,;f F' Yiw O @ & & & O 0

Open o & __J J J —— — J

I pcsst Wectowr File.,

I Bibauap Fife

Pring. Cirla@
Soen mmapes.

Syrfem paamilan

Ievanges b= gary

1 05 Ui, 0 Dheletss ' i el

2 O Uawrdl, .\ Wirmer.exd

Lo

i)

maade baadbl bladid

RNV .
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To upload a bitmap image, select File -> Import bitmap file at the top left:
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7.2. GENERAL RECOMMENDATIONS FOR LABELING

7.2.1. METALS

When marking metals, use maximum power, low frequency, and low or medium speed. Remember that some metals
produce toxic dust. In addition to the risk to the user's skin and eyes, quite a lot of dust can be generated, so we
recommend installing exhaust systems on the equipment. Similarly, operators and others in the work area may require
personal respiratory protective equipment, such as masks and respirators.

Aluminum: Pure aluminum requires a slightly higher frequency than other metals, and there will never be a dark black
hue like that created by marking steel. If darker markings are required, consider using anodized aluminum or creating
deep markings that can be darkened with black epoxy resin or other filler. Anodized aluminum requires a little more
speed but a very low frequency.

Powder-coated metals: Powder-coated metals usually require a very high frequency and, for best results, at least 3 passes
to remove the coating and polish the bottom layer.

Precious metals: Gold, silver and similar soft metals should be marked at a lower power but at a medium speed to avoid
strong reflection of the laser beam from the metal.

+86 131 5310 5797 d
info@wattsan.com 53 qttsq n



mailto:info@wattsan.com

7.2.2. PLASTICS

When labeling plastic, low power and high speed are usually used. Marking with too much power or too low a speed can
concentrate too much energy at the point of contact, causing the plastic to melt. Among other problems, this can lead to
poor quality markings, poisonous gases, and even fire.

7.2.3. STONE

When marking different types of stone, use medium power and speed at a low frequency. As with ceramics and metals,
be aware of the dust generated (especially during long marking cycles) and take similar measures to ensure the safety of
users and others in the work area.

7.2.4. CONTRAST AND DEPTH OF MARKING

To darken the image, use a higher frequency. To lighten the marking, use a lower frequency. To increase the depth of
marking, reduce the speed or increase the power of the laser or increase the number of processing cycles. Remember
that marking too deep reduces image quality, especially for coated materials.

7.3. APPROXIMATE LABELING PARAMETERS

9% - 9
[~ Use default param Power % - Power (%)

Current pen 1 Speed(mm/s) — speed (mm/sec)
Mark Loop 1 Eli Frequency(KHz) — laser frequency (KHz)
Speed(mm/z) 3000 3: Mark Loop

Poweriz a0 3:
Frequency(KHz) 20 3:

Lazer On TC[us) Iﬂ
Laser Off TC[us]  [100 =]
End TC(us) o =
FPaolvgon TC(uz] m

Hatchl / 2 / 3 — Number of hatches. For each
hatch, select a different layer color in Pen No.

[ Mark Contour E
: J Angle — Angle (Hatch)

Hatch X

® Hatchl 2 3
Cancel
E ilr;ablle Type 4 Type — Hatch type
calc
F Follow edge orice g Delete Haich Line distance — the distance between hatch lines
Crozz hatch
Angle FPen Mo ¥ Hatch one by one (Hatch)
1] dea |HHO ~
Count 1

Line Distance 0.1 i

[T Awverage distibute line

Edge Offset 'U— mm
Start Offzet 'D— mm
End Offzet 'U— mmm
Linereduction 'U— mm
MurLoops 'D—

Loop distance W mm

¥ Auto rorate angle

45 deg
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CHAPTER 8. SPECIAL FEATURES

8.1. SETTING THE ROTARY AXIS

1. Measure the diameter of the workpiece.

2. Fix the workpiece in the rotary axis.
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3. Set the workpiece in the rotary axis parallel to one of the scanner axes. The closer the workpiece is to
the axis of the scanner, the better the quality of the marking will be.

4. Adjust the focal length.

8.2. MARKING TEXT USING THE ROTARY AXIS

1. Create a new text.
2. Enter your text in the Test field.
3. Resize the text

4. Change the font.
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5. Click the "Apply" button for the changes to take effect.

2 EzCad-Lite - No title

Ican

File Edit Draw Modify View Laser Help

POB XxLD| QOO D% % HHEE Q& aqa
Object list x I T i |
| Ry @A @ h 5| Bs| &
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[ corn e v nndaa e deppndvn et antpnn e nntoapdonntprny gttt ter il

N
Y
Text x _g
Position Size[MM] I:l s_E
x 32515 [65.025 3
¥ [7012 [14.025 3] O -3
zlo ﬁ o) NE
Jlrrwlnput Pnrl ,Lpplys C _g
Font ITrueType Font—4f « 1 §
[ [arial BLack < E 3
wrl @ e
CTTOTTOTT 3
Text Space 1 | 3
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Cloudray 2 ° -
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W e ol e R U [~ [sIMark Sele Total |0 Param(F3) E:EIEI?III [~ Continue mode

Select: 1select object Object:Text Size: X65.025 Y14.025

6. Adjust the direction of the text if necessary.

Modify View Laser Help

Transform X

Array... Lr =
= Array Text...
el dnel
o e ==
2]
- PLASTIC... 50 Center
X o ) i ¥ iz =
Distribution... rere v [FF ] e
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Curve edit » = -a0°
Aligﬂ » VT Apply to copy object
Isf fant Apply

Il I
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7. Go to Laser—> Rotate Text mark—> Param (F3)

Help

‘ AngleRotate
AngleRotate2
MultiFileMark

PowerRuler
RingMarl
RotaryMark
RotateTextMark
SplitMark?2

Fall= T

MarkDemo version

Part Time part

ID Rl 00:00:00
Total num Time Total
ICI 00:00:00

| Continuous
[V Mark Selected

Axis step
|7 Invert = jv
Light(F1)| Mark(F2) >aram (F3)] Quit(F5)

Special pos |

[

8. Set the parameters as in the photo below:

Configuration Parameters markcfgT

External Axisl |External bl =? I ]'[ardInfu:uI

[+ Enable

ID|H vI

[T Inwert

[v Botate hxis

ear Ratio

Fart Diameter

11

rotation IIEEDU

Step per

Dist per rotation Immm
Min Coor. IW mm
Max Coor. Wmm
Min Speed 128 pulzefs
Max Speed Wpulsefs
hoo, time =00 ms

|+ Finish goto start postion

Speed IIEBD pulzefs

[V Zero

Zero Speed
Lero Off=et

Zero time out

[ hceourate Zero

123

mm

pulzefs

Soale Comp.
Space Comp.

Shear Comp.

1.000

mm

0000  mm

EEIRRIE

» ID: X/Y/Z - selection along which axis the marking will be split.

» Invert — Invert the marking direction
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9. Enter the diameter of your workpiece.

l |
MarkDemo version

Fart Time part

o & oo:00:00

Total mum Time Total Special pos |
] 00:00:00

0. 000

.ooo
[~ Continucus

[W Mark Selected

hxis step

Part Diameter

Fwo = 50
[ Inwert 500 T I | -
Fart ]]iameter"m-DDD mm OK Cance].
Lizht (F1) Mark(F2) Param(F3)| Quit(F5)|
| |
10. Press "Mark" (F2) to start marking.
8.3. MARKING A VECTOR FILE ON A ROTARY DEVICE
1. Import the vector file.
gdit Draw Modify View Special Laser Help
New by T s W % | H ¥ B W\Q%Q%Qq@k
Open... Ctrl+0
e | R 10| W dh| B ||
L |‘||\||H|I||||‘\||M||||||H|I\|||||||M|H|:lllw\|||\“i’llllll\\j\|||I|||\?lH|I||||2‘c\||M||||4|O\||M||||ef\||
emo version-only for evaluation

Import Bitmap File...

Print... Ctrl+P

Scan images..

System parameter..
Images library..

Recent File

Exit

I TL
-
VectorFile x
Position Size[mm] %
x [2a.807 [ea 618 _I m
¥ [Fa1.929 [o3 889 )
Z|0 @

Array | THPORT _
FileName |
[P »|
[~ Optimize curve
[7 Anto connect curve
[~ Dynamic File

20
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2. If necessary, set the necessary marking parameters.
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3. Go to the Laser-> Split mark 2-> Param (F3)

x

External hxisl |External Axis2 | HardInfo |

v Enable [T Inwert ¥ Eotate Axis

1D m Gear Ratio

Part Diameter
Step per rotation IIZBEIEI

el Dist per rotation |32.5|:I|:I mm [¥ Zero
Laser | Help
Min Coor. I—IEIEIEI

11

i AngleRotate : M Coor W:: Lero Speed 128 pulse/s

i AngleRotate2 1 ’ Zero Offset ID— mm

: MultiEileMark Min Speed 128 pulzef= Tero time out Im— <

: PowerRuler | lles SP%Ed IIESD wilse s [ hecurate Tero
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SplitMark2 Shear Comp. [0-000 " mm
ProjectMark
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4. The smaller the Split size, the better the accuracy of the marking. Usually, the separation size is 1~5mm

MarkDemo version

X
Part Time part 0. oon
o R | lo0:00:00
Total num Time Total Special pos
o 00:00: 00

[T Continuous

v WMark Selected
¥ Force szplit

|¥ Force all =plit

‘art Dia.me‘tei 50,000 mm

[~ Enable cross split

IEI. 100

0. 000

[~ Goto special position when finish
bxiz =step

|5. oo vl

— —
oplit size

Y

Light (F1}| Mark(F2}

Param (F3) Quit (F&)

5. Enter the diameter of the workpiece.

MarkDemo version
X
Part Time part 0,000
[i E 00:00: 00
Total num Time Total m
D 00: 00: 00 0000
™ Continuous
i X
W Mark Selected [ Goto special position when finish Part Diameter
W Force split Axis step
W Force all split 5. 00 -

Split Size
‘art Diametai 50.000 |mm X IE—

[” Enable cross split

0. 100

Light (F1)||Mark (F2)

Param(F3)

Quit (F5)

6. Press "Mark" (F2) to start marking
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CHAPTER 9. WARRANTY

9.1 DURING THE WARRANTY PERIOD

In case of equipment breakdown during its warranty period due to a defect caused by the manufacturer,
repair is carried out by the supplier's company free of charge.

However, consumable parts such as optical parts (e.g., focusing lens) are not eligible for warranty service.

For free repair or replacement of accessories, the buyer bears the cost of delivering new components from the place of
their storage to the buyer's address, and, if necessary, the buyer bears the cost of the specialist's visit to the place of
work.

If the equipment failure is caused by a defective part or assembly of the equipment, this part or assembly is repaired or
replaced free of charge.

Defective components and parts must be returned to the supplier.

If the malfunction is not caused by the quality of parts or components of the equipment, the buyer will have to pay the
cost of repair as well.

Warranty service is also not subject to malfunctions due to improper use of equipment, non-compliance with
maintenance rules, operating conditions, as well as warnings specified in manuals and on warning plates that have arisen
during the warranty period.

It is also a prerequisite that your equipment and peripheral devices are grounded and operated through a voltage
stabilizer.

9.2 OUTSIDE THE WARRANTY PERIOD

The buyer pays for the visit of a specialist, repair or replacement services for parts or assemblies and delivery of parts or
assemblies back and forth.

9.3 SERVICE LIFE OF COMPONENTS AND COMPONENTS

In compliance with the rules of the current operational documentation, the service life of the main components of the
equipment is 1 calendar year, except for consumable parts.

List of consumables:

Consumables Warranty period
1 Focusing lens No warranty
2 Mirrors of the scanner. No warranty

Also, the warranty does not apply to all other components if:

- the equipment was used and stored in conditions that led to the penetration of foreign objects and liquids into it;
- the equipment was used and stored in conditions that led to its mechanical damage;

- there was a use and storage of equipment in conditions under which insects, rodents, etc. had access to the goods;
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- the repair was carried out by any person who is not authorized by the supplier of the equipment and does not have the
appropriate certificate or authorization;

- there was damage to control labels and seals (if any).

Changes in resources, service life and storage, manufacturer's guarantees:

Basis for changing warranty | Date until which the | Title, Name and | Note
obligations, name and number of | warranty is | Signature
documents extended

The warranty period is not suspended and is extended except as provided for by applicable law.

9.4 CONSERVATION

To preserve the equipment, it is necessary to abundantly lubricate the lifting screw of the machine.

9.5 DISPOSAL DETAILS

The equipment does not contain materials that are dangerous to life, human health, and the environment. The
procedure for disposal of the module after the end of its service life is determined by the consumer of the equipment.
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CHAPTER 10. EQUIPMENT MAINTENANCE

10.1. GENERAL MAINTENANCE NOTES
1. The laser marker is mainly composed of electronic devices, precision elements and optical

components, and requires high standards of service.

2. Before carrying out any work on the equipment, make sure that it is switched off and unplugged from the power
supply.

3. Scheduled maintenance is necessary to maintain the maximum performance of the equipment.

4. All maintenance work must be carried out in accordance with safety regulations.

5. Always keep your workspace clean and dust-free.

6. Cover the lens with a protective cover when the laser marker is not in use.
10.2. CLEANING OPTICAL ELEMENTS

1. Be very careful when handling lenses, avoid touching them with your fingers and hard objects.

2. The material from which the lenses are made is extremely susceptible to water (and water vapor). Do not allow water
compounds to come into contact with the lens.

3. Try not to touch the optical components with your fingers! Oily or dirty hands can damage the surfaces of the optical
elements.

4. Do not use tools or hard objects to clean the optics. Scratches on the optics are irreparable, if the optics are damaged,
they will need to be replaced!

5. Do not press the optical element while cleaning it.

6. Do not wipe the optics with a dry cloth. Do not touch the back of the fabric. Dirt and sebum from the fingers can enter
the surface of the optical element through the fabric and cause damage to it.

To clean the optical elements, you will need:

Alcohol

4 Lint-free cloth
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To start cleaning the optical elements, unplug your equipment from the power supply and gently unscrew the lens from
the scanner.

Then soak the napkin in a small amount of alcohol.
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Remove the protective lens retainer (if a protective lens is fitted).

(<)

Vi

7

And remove the protective glass (if any).
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Clean the protective glass and focusing lens with slow circular motions

Do not forget to clean the lens on the back side.

Check the mirrors of the scanner as well. Peel them if necessary.
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10.3. MAINTENANCE OF THE SKANATOR LIFT SCREW

In order to access the scanner lift screw, unscrew the 4 screws of the panel protecting the screw and remove it:

After that, apply oil to the screw.

It is recommended to add industrial oil to the screws at least once a year.
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10.4. MAINTENANCE OF FANS IN THE CASE OF THE MARKER CONTROL UNIT
The laser emitter and electronic components are cooled by fans located at the back of the case. Fans need to
be cleaned periodically.

When removing dust from the ventilation openings of the unit with a vacuum cleaner, use ONLY the lowest power setting
to avoid damaging internal components.

10.5. SERVICE PLAN

Weekly Lens cleanliness control.

control of cleanliness of all cavities and panels.

Monitor cable fastening for damage
or looseness.

® |nspect the filters of the laser system for
visible clogging.

Every three months ® Purging of air filters of the power element block.

After a year of operation and annually thereafter Checking the fixation of the system connectors.
® Purging the internal space of the laser marker
control unit.

® |ubrication of the scanner lift screw.
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CHAPTER 11. TYPICAL MALFUNCTIONS AND
WAYS TO ELIMINATE THEM

Defect

Decision

No laser beam

Adjust the focal length

Check the processing parameters (power and speed)

Check the parameters in EzCad on the Ports tab

Check the connection between the machine and your PC

Check that all buttons on the laser machine control unit are turned on
and the key is turned to the On position

No Laser Beam + Beep

Check the water temperature in the chiller

The buttons on the control unit are not lit

Check the functionality of the buttons

Check that the equipment is connected to the power

Fiber laser error

Check that all buttons on the laser machine control unit are turned on
and the key is turned to the On position

Check the parameters in EzCad on the Ports tab

Check that the equipment is connected to the power

Contact the supplier for technical assistance

Low laser power

Check the processing parameters (power and speed)

Adjust the focal length

Contact the supplier for technical assistance
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